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(As Designated on Site Plan)

TENT SIZE VENDOR’S NAME

ADD ADDITIONAL SHEETS AS NECESSARY



Tent or Air Supported Structure Permit 

A tent or air supported structure permit application has been approved by the County of Monroe for the 

following: 

Issue Date:       Expiration Date:      

Location of Event:             

Permit Issued To:             

Vendor Tent ID:     (Corresponding to submitted site plan)

This permit is valid for only the dates indicated above. This permit must be presented upon request.

The County of Monroe reserves the right to revoke this permit at any time.

Code Information Checklist: Tents - Uses and Prohibitions

Tents come in various sizes and shapes and are used for a variety of purposes. This information sheet is provided to assist tent users 
or property owners with the requirements set forth by the New York State Building and Fire Codes. The New York State Building and 
Fire Code applies to tents greater than 200 square feet in size (except cooking tents) used for private or commercial purposes such as 
for weddings, event registrations, funerals, temporary shelter and similar uses. Permits for tents are valid for no more than 180 days.

Site Plan – A detailed site and floor plan for tents, canopies or membrane structures with an occupant load of 50 or more shall be 

provided with each application for approval. The tent, canopy or membrane structure floor plan shall indicate details of the means of 
egress facilities, seating capacity, arrangement of the seating and location and type of heating and electrical equipment. Where more 
than one (1) tent will be erected, the site plan will designate each tent numerically to easily reference their location.

Flame-resistant treatment – Tents and/or canopies must be composed of flame-resistant material or shall be treated with an approved 

flame retardant in a manner that meets the requirements for flame resistance as determined in accordance with NFPA 701. The permit 
application must be accompanied with documentation certifying that the tent and related components such as the sidewalls, drops, 
canopies, floor coverings, etc. are flame-retardant. (See Exhibit A)

Combustible materials – If a tent or canopy is used for the gathering of persons for an event or meeting then hay, straw, shavings or 

similar combustible materials shall not be located within the tent or canopy, however, sawdust and shavings utilized for a public 
performance or exhibit shall not be prohibited provided they are kept damp. Combustible materials shall not be permitted under stands 
or seats at any time. The areas within and adjacent to the tent or canopy shall be maintained clear of all combustible materials within 20 
feet. Combustible vegetation shall be removed from the area occupied by a tent or canopy and from areas within 30 feet of such
structures. Combustible trash shall be removed at least once a day from the tent or canopy during the period the structure is occupied 
by the public.

Smoking - Smoking is not permitted in tents or under canopies. Approved “No Smoking” signs shall be conspicuously posted within the 

tent.

Open or exposed flame – If the tent or canopy is open to the public then open flames or other devices emitting flame, fire or heat or 

any flammable or combustible liquids, gas, charcoal or other cooking device or any other unapproved devices shall not be permitted 
inside or within 20 feet of the tent or canopy.

Cooking tents – Cooking tents may be permitted only where the public does not utilize or access the tent. Where cooking is 

performed, it shall be separated from other tents or canopies by a minimum of 20 feet. Cooking and heating equipment shall not be 
located within 10 feet of exits or combustible materials. Warming of foods or limited cooking demonstrations and similar operations that 
use solid, flammables, butane or other similar devices and which do not pose an ignition hazard may be approved on a case-by-case 
basis. Flammable-liquid-fueled equipment shall not be used in tents or canopies. Flammable and combustible liquids shall be stored outside 

in an approved manner not less than 50 feet from tents or canopies. LP-gas containers or similar flammable fuel containers shall be 
located outside the tent with safety release valves pointed away from the tent or canopy. Portable LP-gas containers with a capacity of 
500 gallons or less shall have a minimum separation between the container and tent or canopy not less than 10 feet and LP-gas 
containers having a capacity of more than 500 gallons a minimum separation of not less than 25 feet is required.



Separation of generators - Generators and other internal combustion power sources shall be separated from tents or canopies by a 

minimum of 20 feet and isolated from contact with the public by fencing, enclosure or other approved means.

Electrical equipment - All electrical equipment, lighting, outlets, wiring, etc. shall bear a U.L. label or label from an approved testing 

laboratory and be installed in accordance with the National Electrical Code. Spot or effect lighting shall only be by electricity and all 
combustible construction located within 6 feet of such equipment shall be protected with approved noncombustible insulation not less 
than 9.25 inches thick.

Portable fire extinguishers - Portable fire extinguishers shall be provided and their location shall be clearly identified.

Posting of Occupant Load – The maximum occupant load shall be determined by the Code Enforcement Official and shall be posted 

in a conspicuous place, near the main exit or exit access doorway.

Egress and Exits – The number and size of exits shall be based on the occupant load of the tent as determined by the tents use. All 

paths of egress to tent exits shall be maintained clear of obstructions at all times. Where the occupant load is greater than 50, 
illuminated exits signs shall be clearly posted at each exit. Where the tent or canopy is used for seating, the seats, benches or chairs 
shall be arranged in such a manner that aisles and exit access paths are clearly defined. The means of egress shall be illuminated at all 
times the tent is occupied.

OCCUPANT
LOAD

MINIMUM NUMBER OF 
MEANS OF EGRESS

MINIMUM WIDTH OF EACH 
MEANS OF EGRESS 

(INCHES)

MINIMUM WIDTH OF EACH 
MEANS OF EGRESS 

(INCHES)

10 TO 199 2 72 36

200 TO 499 3 72 72

500 TO 999 4 96 72

1,000 TO 1,999 5 120 96

2,000 TO 2,999 6 120 96

Over 3,000 7 120 96
When the occupant load exceeds 3,000, the total width of egress (in inches) shall not be less than the total occupant load multiplied by 0.2 inches per person.

Exit openings – Openings from tents shall remain open unless covered by a flame-resistant curtain. The curtain shall be free sliding on 

a metal support. The support shall be a minimum of 80 inches above the floor level at the exit. The curtains shall be so arranged that, 
when open, no part of the curtain obstructs the exit. Curtains shall be of a color, or a color, that contrasts with the color of the tent.

Anchorage - Tents, canopies or membrane structures and their appurtenances shall be adequately roped, braced and anchored to 

withstand the elements of weather and prevent against collapsing. Documentation of structural stability shall be furnished to the code 
enforcement official on request.

Note – Contact the Code Enforcement Official for all tents, canopies or membrane structures having an aggregate floor area in excess 

of 15,000 square feet for additional requirements.


